
ASSL  Series                                                      Roadway Lighting Applications


ANTARA LIGHTING





Applications 

➢ Roadway lighting  (Urban road, street, expressway…)

➢ Area lighting  (City hall square, business district, Parking lot…)


Standard Colors 




Features 
➢  Whole structure cooling technology;

➢ All metal structure, standalone chambers for light source and driver;

➢ Optional installation can be installed horizontally or vertically, adjustable by ±15° in both 

directions.

➢ Double-coupling IP68 protection, highest waterproof level;

➢ Ergonomic lighting distribution to achieve uniform illuminating effect;
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UL CERTIFIED     10-Years Warranty

WhiteBlack Gray
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Electrical & Photometric 

*CCT: 3000K, 4000K, 5000K 

Working environment & Packing

Note: Above data of weight are all typical values


Model Voltage  
(VAC)

Frequency 
(Hz)

Driver output 
Current 

(A)

Power 
(w)

Luminous 
Efficacy 
(lm/w)

Lumens 
(lm)

Power 
Factor

Power 
Efficiency

ASSL-N2-90 100-277 50/60 0.9 A 90 150±8 13500±720 0.95 92.5%

ASSL-N2-120 100-277 50/60 1.2A Max 120 150±8 18000±960 0.95 93%

ASSL-N3-150 100-277 50/60 1.0 A Max 150 150±8 22500±1200 0.95 93%

ASSL-N4-215 100-277 50/60 1.08 A Max 215 150±8 32250±1720 0.95 93%

ASSL-N4-250 100-277 50/60 1.25 A Max 250 150±8 37500±2000 0.95 93%

Model Working
Environment

Storage 
Temperatu

re
IP Rating

LED 
Life 

Span (h)

Housing 
Material

Pole 
Diameter 

(mm)

Product 
Dimensions

(mm)

Carton Size
(mm)

N.W 
(kg)

G.W
(kg)

ASSL-N2

-40℃~+45℃, 
10%~90%RH.

-40℃~+45
℃

LED 
Module 
IP68 
Driver 
Box IP66

>50,000 Aluminu
m Alloy

40-50 / 
55-65

580*240*155 650*315*235 5.4 6.6

ASSL-N3 645*310*155 710*410*230 7.1 8.6

ASSL-N4 645*310*155 810*410*230 8.2 9.9
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Light Distributions

ASSL-90-T2S1882 ASSL-90-T2M1887 ASSL-90-T3M2883

IESNA Type II Short IESNA Type II Medium IESNA Type III Media

ASSL-90-T2S1885 ASSL-90-T2M1888 ASSL-90-T3M2886

IESNA Type II Short IESNA Type II Media IESNA Type III Media
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Design Features
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· External Design Features

Front View

Back View

Vertical Installation Horizontal Installation

Installation Design Features
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Accessary 
 
Optical Adaptors 

Revision History 
Change

Date

Rev. Description of Change

Item From To

2022/04/5 Rev1.0 Datasheets Release
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Adaptors Adaptors

Model Name Mounting O.D  
(mm)

Max. Mounting Depth 
(mm)

ASSL N1~N4 Φ40~Φ50 90

ASSL  N1~N4 Φ55~Φ65 100

ASSL  N1~N4 Φ66~Φ76 100

Photocell Shorting Cap




